CAUTION:
THIS SCHEMATIC IS PROVIDED FOR USE BY QUALIFIED PERSONNEL.
TO AVOID RISK OF ELECTRIC SHOCK, REFER SERVICING TO QUALIFIED
SERVICE PERSONNEL. DO NOT PERFORM ANY SERVICING BEYOND
THAT EXPLAINED IN THE OPERATING INSTRUCTIONS.

NOTES:
1) CAUTION: SHOCK HAZARD!!
   THIS UNIT CONTAINS HAZARDOUS VOLTAGE. DISCONNECT POWER
   AND BE SURE POWER SUPPLY IS DISCHARGED BEFORE
   TOUCHING INTERNAL PARTS.
2) UNLESS NOTED, RESISTOR VALUES IN OHMS, 1/4W-5% TOL.
3) CAPACITOR VALUES IN MICROFARADS, 50V-10% TOL.
4) VOLTAGES ARE MEASURED WITH 1 MEGOHM OSCILLOSCOPE.
5) VOLTAGES ARE MEASURED WITH 1 MEGOHM OSCILLOSCOPE.
6) THE INFORMATION CONTAINED ON THIS DRAWING IS PROPRIETARY TO
   THE INFORMATION CONTAINED ON THIS DRAWING IS PROPRIETARY TO
   THE INFORMATION CONTAINED ON THIS DRAWING IS PROPRIETARY TO

Rev Date DESCRIPTION
07/01/99 CONTROL ISSUE
1/14/99 CONTROL ISSUE

Schematic - Bass Amp

Power Table

<table>
<thead>
<tr>
<th>Net</th>
<th>-16V</th>
<th>+16V</th>
</tr>
</thead>
<tbody>
<tr>
<td>IC1</td>
<td>4</td>
<td>8</td>
</tr>
<tr>
<td>IC2</td>
<td>4</td>
<td>8</td>
</tr>
<tr>
<td>IC3</td>
<td>4</td>
<td>8</td>
</tr>
<tr>
<td>IC4</td>
<td>4</td>
<td>8</td>
</tr>
</tbody>
</table>

J14 2.2K 100V 50V

F E
D C B A

Sheet 1 of 2

07S103-XX