FENDER "PRO-AMP" LAYOUT MODEL 5C5

NOTE - EARLY MODELS HAVE ONLY ONE SPEAKER JACK.
LATER MODELS HAVE 1 MEG. FEEDBACK RESISTOR FROM
VOICE COIL TO GRID OF 2x0 6L6G.
LATEST MODELS USE 12 VOLT GLASS MINIATURES IN PLACE
OF GSC7 (SAME CIRCUIT). SEE PARENCYTHES AT BOTTOM.

TONE VOLUME VOLUME

5U4G 6L6G 6L6G

0.05 MFD 600 VOLTS
2 AMP FUSE
PILOT LITE

BLACK RED GREEN YELLOW RED BLACK

AC LINE 10 K 10 K

16 MFD 450 VOLTS
16 MFD 450 VOLTS
16 MFD 450 VOLTS
16 MFD 450 VOLTS

250K

800K MICA
1 MEG
1 MEG
1 MEG

SPKR JACK EXT. SPKR. JACK

6SC7 (12AY7) 6SC7 (12AY7) 6SC7 (12AY7)
FENDER "PRO-AMP" SCHEMATIC
MODEL 5C5

NOTE - LATEST MODELS USE 12 VOLT GLASS MINIATURES IN PLACE OF 6SC7s, (SEE PARENTHESES)