FENDER "TREMOLUX" LAYOUT
MODEL 5G9

NOTICE
VOLTAGES READ TO GROUND
WITH ELECTRONIC VOLTOMETER
VALUES SHOWN + OR - 20%

DEPTH SPEED TONE INST. VOL. MIC. VOL. INST. MIC.

FENDER TREMOLUX 5G9

AC LINE 5U4GB 6V6GT 6V6GT 12AX7 12AX7 12AY7

2 AMP FUSE 0.05-600 AC SWITCH

Pilot Light X TO HMR.

SEL. RECT. + BLACK/GREY TO X

RED - GREEN/YELLOW TO X

AC LINE 5U4GB

6V6GT 6V6GT S.PKR. JACK

12AX7 TREM. JACK

12AY7
FENDER "TREMOLUX" SCHEMATIC
MODEL 5G9

NOTE: LATE 529-A MODELS ARE SIMILAR TO THIS MODEL
NOTE: ALL RESISTORS ARE 1/2 WATT, 10%, UNLESS SPECIFIED

POWER TRANS.- 8/160
CHOKES - 14684
OUTPUT TRANS.- 108

AC SWITCH
2 AMP. FUSE

5U4GB
TO ALL 6.3 VOLT HEATERS AND PILOT LIGHT